


Nomenclature

CDF  A  12  N  25  R

Chromalox 
Down Flow

Design Generation

Nominal Cooling BTU
12 = 12000
15 = 15000

Voltage
N = 208
P = 240

Electric Heat KW
00 = Cooling Only
20 = 2.0 55 = 5.5
30 = 3.0 60 = 6.0
34 = 3.4 65 = 6.5
40 = 4.0 70 = 7.0
50 = 5.0 75 = 7.5

Version
R = Remote Thermostat 

Control

Model Number (Standard) CDFA12N00R CDFA12N20R CDFA12N30R CDFA12N45R CDFA12N65R CDFA12N75R
Voltage 208 208 208 208 208 208
Cooling Capacity (BTUH) 12200 12200 12200 12200 12200 12200
Heating Capacity (BTUH) † N/A 7100 10500 15600 22500 25900
Cooling Power (Watts) 1400 1400 1400 1400 1400 1400
Heater Rating (Kw) N/A 2.0 3.0 4.5 6.5 7.5
Cooling Current (Amps) 6.9 6.9 6.9 6.9 6.9 6.9
Heating Current (Amps) N/A 10.3 15.1 22.3 31.9 36.7
Minimum Circuit Ampacity 8.6 12.7 18.7 27.7 39.7 45.7
Fuse Rating 15 Amps 15 Amps 20 Amps 30 Amps 40 Amps 50 Amps
Energy Efficiency Rating (EER) 8.7 8.7 8.7 8.7 8.7 8.7
Dehumid. Rate (Pts./Hr) 3.5 3.5 3.5 3.5 3.5 3.5
Indoor CFM (Hi Speed)* 290 290 290 290 290 290
Net Weight (lbs.) 155 155 155 155 155 155
Shipping Weight (lbs.) 170 170 170 170 170 170

*Dry coil, cooling speed, at 0.15" w.c. external static pressure.
† Other heater sizes are available. Consult equipment manufacturer

Specifications

Model Number (Standard) CDFA12P00R CDFA12P25R CDFA12P35R CDFA12P55R CDFA12P75R
Voltage 240 240 240 240 240
Cooling Capacity (BTUH) 12500 12500 12500 12500 12500
Heating Capacity (BTUH) † N/A 8800 12200 19100 25900
Cooling Power (Watts) 1440 1440 1440 1440 1440
Heater Rating (Kw) N/A 2.5 3.5 5.5 7.5
Cooling Current (Amps) 6.4 6.4 6.4 6.4 6.4
Heating Current (Amps) N/A 11.0 15.2 23.5 31.8
Minimum Circuit Ampacity 8.3 13.6 18.8 29.2 39.6
Fuse Rating 15 Amps 15 Amps 20 Amps 30 Amps 40 Amps
Energy Efficiency Rating (EER) 8.7 8.7 8.7 8.7 8.7
Dehumid. Rate (Pts./Hr) 3.5 3.5 3.5 3.5 3.5
Indoor CFM (Hi Speed)* 290 290 290 290 290
Net Weight (lbs.) 155 155 155 155 155
Shipping Weight (lbs.) 170 170 170 170 170



Specifications (cont’d)

*Dry coil, cooling speed, at 0.15" w.c. external static pressure.
† Other heater sizes are available. Consult equipment manufacturer

Model Number (Standard) CDFA15N00R CDFA15N20R CDFA15N30R CDFA15N45R CDFA15N65R CDFA15N75R
Voltage 208 208 208 208 208 208
Cooling Capacity (BTUH) 14300 14300 14300 14300 14300 14300
Heating Capacity (BTUH) † N/A 7100 10500 15600 22500 25900
Cooling Power (Watts) 1650 1650 1650 1650 1650 1650
Heater Rating (Kw) N/A 2.0 3.0 4.5 6.5 7.5
Cooling Current (Amps) 8.1 8.1 8.1 8.1 8.1 8.1
Heating Current (Amps) N/A 10.3 15.1 22.3 31.9 36.7
Minimum Circuit Ampacity 9.9 12.7 18.7 27.7 39.7 45.7
Fuse Rating 15 Amps 15 Amps 20 Amps 30 Amps 40 Amps 50 Amps
Energy Efficiency Rating (EER) 8.6 8.6 8.6 8.6 8.6 8.6
Dehumid. Rate (Pts./Hr) 4.3 4.3 4.3 4.3 4.3 4.3
Indoor CFM (Hi Speed)* 320 320 320 320 320 320
Net Weight (lbs.) 160 160 160 160 160 160
Shipping Weight (lbs.) 175 175 175 175 175 175

Model Number (Standard) CDFA15P00R CDFA15P25R CDFA15P35R CDFA15P55R CDFA15P75R
Voltage 240 240 240 240 240
Cooling Capacity (BTUH) 14600 14600 14600 14600 14600
Heating Capacity (BTUH) † N/A 8800 12200 19100 25900
Cooling Power (Watts) 1700 1700 1700 1700 1700
Heater Rating (Kw) N/A 2.5 3.5 5.5 7.5
Cooling Current (Amps) 7.5 7.5 7.5 7.5 7.5
Heating Current (Amps) N/A 11.0 15.2 23.5 31.8
Minimum Circuit Ampacity 9.6 13.6 18.8 29.2 39.6
Fuse Rating 15 Amps 15 Amps 20 Amps 30 Amps 40 Amps
Energy Efficiency Rating (EER) 8.6 8.6 8.6 8.6 8.6
Dehumid. Rate (Pts./Hr) 4.3 4.3 4.3 4.3 4.3
Indoor CFM (Hi Speed)* 320 320 320 320 320
Net Weight (lbs.) 160 160 160 160 160
Shipping Weight (lbs.) 175 175 175 175 175



Typical Installation Details

Receptacles

Specifications Subject to Change Without Notice
All brands and product names are trademarks or registered trademarks of their respective owners
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Optional Extruded Architectural Aluminum Rear Grille Available

* For Walls Up To 12” in Thickness,
Finish to Finish.
For Walls Thicker Than 12”,
Cabinet Will Be Extended To Suit.

Conduit Enclosure

Flanged Opening
for 6” x 8” Duct

Conduit
Enclosure

Receptacle
and Plug

Fasten Transition Cabinet to
Combination Cabinet / Wall
Sleeve using screws provided

Cabinet

Fasten Chassis to Combination
Cabinet/Wall Sleeve using screws provided

Air Filter

22 -1/2
3-3/4

Exterior
Grille

16-1/2 6

5

8” High x 6” Duct Collars
On Transition Cabinet

45-1/8

Combination
Wall-Sleeve-Cabinet

Transition
Cabinet Wall

Thickness
Specify

20 -1/2
16-1/2

*22-1/2
3/4

24-1/2


