
NOTES: 

• Handle the case carefully.

• The cardboard stiffener inside the case,and the

rear protective panel must remain in place until

the chassis is installed to assure case rigidity
and squareness.

• If sub-base is to be used,il may be desirable to
assemble it to the case before securing the case

in the wall.
• 

CRITICAL DIMENSIONS 

Dimensions 
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NOTE: 

Care should be taken in location of electrical 

supply entry in relationship to wall sleeve to 

ensure access to power once the unit is installed. 

CASE LOCATION 

As a general rule the air conditioner should 

be located in an outside wall to ensure 

proper distribution of conditioned air.It 

should be located in a portion of the wall 

where there is no electrical wiring or 

plumbing.and where there are no 

obstructions immediately inside or outside. 
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Dimension* Allow Allow for oor nishlng 
for wall 
nishing 

(Minimum) Min. Max 

No Accessories ¼" ¼11

(6.4 mm)' (6.4mm) 

With Subbase 1¾" 3½" 5" 
(4.5 cm) (8,9cm) (12.7cm) 

With Lateral Duct ¾" ¼" 
(1.9 cm) (6.4 mm) 

• If more than one accessory Is to be used, use the maximum
dimension. if the wall thickness Is more than 13¾" (35cm) -
(A+ ¼" [6.4 mm]), a sleeve extension must be used,

INSTALL CASE LEVEL IN ALL DIRECTIONS 
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